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Seasonal to decadal scale wave induced shoreline changes along the Cameroonian coastline
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The Bay of Bonny along the Cameroon coastline is home to diverse ecosystems. It is under substantial pressure from large human activity, but remains very little studied, like much of the Gulf of Guinea. In order to understand its long-term shoreline variations and the role the wave regime plays in the evolution of the coastline, a study was conducted on the basis of optical image archives from Landsat 5/7/8 and Sentinel-2A/2B satellite missions acquired between October 1986 and May 2020, coupled with daily ERA-Interim wave re-analysis data covering the period from January 1986 to August 2019. Overall, the results show that the evolution of the coast is highly variable in space and time, as indicated by different levels of erosion (30.55 %), and accretion (27.7 %) on the decadal-scale, with the most significant variations occurring in estuarine areas. Nevertheless, 41.75% of the Cameroon shoreline remains stable during the study period. Three main periods during which the coast underwent significant changes a different location were identified, reaching a retreat rate of up to -10 m/year in the northern section during 1986-1994. The wave regime decreases from the southern part towards the north, with an annual trend of significant wave heights of the five segments (-5.6 to -4.1 mm/year) with wave height maxima of 1.46 ± 0.65 m observed in the summer months (July-August). Monthly shoreline changes inversely correlated with the wave climate in some segments but are in line with the seasonal rhythm of the sub-region-s climate. The relatively strong local influence of erosion and accretion caused by natural dynamics (waves, drift currents) associated with the disproportionate presence of estuaries (Wouri, Rio del Rey, Sanaga) accounts for 76.3% of the observed variability, as indicated by analyses of eigenvalue orthogonal decomposition (mode 1, Empirical Orthogonal Functions).
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wave regime plays in the evolution of the coastline, a study was conducted on the basis of 24 optical image archives from Landsat 5/7/8 and Sentinel-2A/2B satellite missions acquired 25 between October 1986 and May 2020, coupled with daily ERA-Interim wave re-analysis data 26 covering the period from January 1986 to August 2019. Overall, the results show that the 27 evolution of the coast is highly variable in space and time, as indicated by different levels of A series of digital pre-processing was carried out on all the images, ranging from geo-141 referencing, resetting the images of the various sensors, atmospheric and radiometric 142 correction, contrast enhancement, and the application of a cloud mask to eliminate all images 143 that exceed a certain percentage of cloud cover (include a reference that describes this 144 approach). The quality of the satellite images was improved to obtain optimal detection of 145 the coastline by pan-sharpening (combining the visible band (30 m for Landsat and 10 m for 146 Sentinel 2) with the panchromatic band (15 m for Landsat and 10 m for Sentinel). After this 147 step, all bands were reduced to 15 and 10 m for the pixel size of Landsat 7&8 and Sentinel 2A/B respectively, in order to obtain images with better image quality while decreasing as 149 much as possible the digital precision error. 150 Subsequently, image mosaics were created in order to obtain overall images of the study 151 area. A coloured composition of the bands of each sensor was performed (Tab. 1 column 3), 152 in order to choose the most appropriate channel to extract the indicator used as a coastline 153 marker [START_REF] Robin | Télédétection et modélisation du trait de côte et de sa cinématique[END_REF]. Classically, shoreline detection is carried out either in the near 154 infrared or mid-infrared due to the low reflectance of water in the infrared range of the 155 electromagnetic spectrum. On this basis, in order to best highlight the contact between the 156 dry sediments of the high beach and the vegetation cover a coloured composition of the 157 spectral bands was therefore used to discriminate the high beach/vegetation interface 158 [START_REF] Robin | Télédétection et modélisation du trait de côte et de sa cinématique[END_REF]. Following [START_REF] Moore | Long-term cliff retreat and erosion hotspots along the central 620 shores of the Monterey Bay National Marine Sanctuary[END_REF], the total error related to digitizing (Eq. 1) can be To obtain the errors related to tidal sea level oscillations, it is recommended that along coasts 199 with large tidal ranges and/or flatter beach profiles, all shorelines be adjusted to a standard 200 reference elevation [START_REF] Stafford | Air photo survey of coastal erosion[END_REF]. Since all images are acquired between To ground-truth satellite-based data, satellite-derived results were compared with 290 field data at C2 and C5 (Fig. 3). Data form other sections are not available. The comparison 291 indicates that the satellites are able to well identify the main horizontal coastline changes (r 292 = 0.84 for C5 and 0.79 for C2). [1986][1987][1988][1989][1990][1991][1992][1993][1994], of the order of -3 ± 1.4 319 m. Hs peaked in 1990 and subsequently declined with a trend of -0.0047 m/year. Significant 320 accretion shifts began to occur in the second period (1994 to 2005). In the final period the 321 shoreline oscillated between erosion and accretion. In C2, the first two periods are marked 322 by a regressive trend of the order of -4 ± 0.2 m, followed by a period of accretion during the 323 third period (2006)(2007)(2008)(2009)(2010)(2011)(2012)(2013)(2014)(2015)(2016)(2017)(2018)(2019)(2020). Segment C3 is marked by a pronounced shoreline retreat of -9.4 324 ± 0.7 m over the 1986-1996 period. As in C1, the second period shows an accretion trend of 325 0.8 ± 0.0021m/year, followed by a period of erosion (1994)(1995)(1996)(1997)(1998)(1999)(2000)(2001)(2002)(2003)(2004)(2005). Segment C4 is relatively 326 stable with time, marked by some punctual periods of erosion and accretion. In C5 a 327 maximum interannual progradation of the coastline of 10 ± 1.45 m was reached in 1989 328 followed by a long period of average stability of 0.76 ±1.3 m (1992-2007). A continuous regression of the order of -5 ± 0.23 m was observed during the period 2008 to 2015. Linear 330 regression analysis for shoreline changes from 1986 to 2020 showed a general erosion trend 331 of ~ -6.2 m/year during the first period (1986)(1987)(1988)(1989)(1990)(1991)(1992)(1993)(1994) and accretion trends during the second period of 2.4 m/year (Fig. 5). The final period is dominated by low-scale erosion of the order 1986, 1990, 2002 and 2019. 350 Interannual coastal changes were correlated to wave climates and the results are
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shown on Table 4. The variability of wave climate is more correlated with the coastline two periods with erosive dominance regardless of the time scale of observation (C1 and C3).
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On the other hand, the Kribi zone experienced a first period (1992)(1993)(1994)(1995)(1996)(1997)(1998)(1999)(2000) during which its 367 northern part was slightly eroded, followed by a second period (2013-2019) with a 409 Dada et al., 2015;Kuenzer et al., 2014;[START_REF] Obowu | Spatial and multi-temporal change analysis of the Niger 623 Delta coastline using remote sensing and geographic information system (GIS)[END_REF][START_REF] Adegoke | An assessment of 514 recent changes in the Niger Delta coastline using satellite imagery[END_REF] have 410 suggested that the current coastline in West Africa alternates between erosion and accretion. 
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These regions have been identified as the main hot spots on the Cameroonian coast 424 [START_REF] Abessolo Ondoa | Assessment of the evolution of Cameroon coastline: An overview 509 from 1986 to 2015[END_REF], Fossi et al., 2019). And the coastal currents in these estuaries have 425 been identified as responsible for the variability in sediment inputs that affect not only the 426 dynamics of the coastline but also seasonal sediment transport. For example, the eroded area progressive degradation of the coastal system [START_REF] Rovira | Sediment management options for the lower Ebro River and its 641 Delta[END_REF]Batalla et al., 2004; 455 [START_REF] Sanchez-Arcilla | The Ebro Delta: morphodynamics 647 and vulnerability[END_REF].

456

The interannual wave variability obtained in the present study shows a gradual 457 increase in Hs since 1990. The order of magnitude of the increasing trends in mean Hs Ocean in recent decades (e.g. Bertin et al., 2013;[START_REF] Cozannet | 604 Teleconnection pattern influence on sea-wave climate in the Bay of Biscay[END_REF]Dodet et al., 2010). 

  28 erosion (30.55 %), and accretion (27.7 %) on the decadal-scale, with the most significant 29 variations occurring in estuarine areas. Nevertheless, 41.75% of the Cameroon shoreline 30 remains stable during the study period. Three main periods during which the coast 31 underwent significant changes a different location were identified, reaching a retreat rate of 32 up to -10 m/year in the northern section during 1986-1994. The wave regime decreases 33 from the southern part towards the north, with an annual trend of significant wave heights 34 of the five segments (-5.6 to -4.1 mm/year) with wave height maxima of 1.46 ± 0.65 m 35 observed in the summer months (July-August). Monthly shoreline changes inversely 36 correlated with the wave climate in some segments but are in line with the seasonal rhythm 37 of the sub-region-s climate. The relatively strong local influence of erosion and accretion 38 caused by natural dynamics (waves, drift currents) associated with the disproportionate 39 presence of estuaries (Wouri, Rio del Rey, Sanaga) accounts for 76.3% of the observed 40 variability, as indicated by analyses of eigenvalue orthogonal decomposition (mode 1, 41 Empirical Orthogonal Functions). These characteristics explain a complex pattern of 42 coastline changes with an almost continuous retreat shoreline during the period 1986-2012 43 and a reversal in trend towards accretion during the period 2012-2020. EOF mode 2 explains 44 23.7% of variability associated with the gradual overall decline from south to north over the 45 study period. This is attributed to an overall decrease in the supply of sediment via the 46 coastal transport system that prevails in the Gulf of Guinea. 1. Introduction at an integrated coastline management strategy, including the production of historical data 72 on coastal dynamics and risks in coastal areas. Giardino et al. 2018 proposed a large-scale 73 coastal policy for the development of sustainable management practices in coastal areas, but 74 this is difficult to implement. 75 Along the Cameroon coastline, few studies have been carried out on coastal dynamics. 76 Abessolo et al. 2018 have studied coastal erosion/accretion processes through the modelling 77 of barotropic currents in the Wouri estuaries in central Cameroon. The recent work of Fotsi 78 et al. 2019 on the temporal (1948-2012) and dynamic evolution of the Wouri estuary's 79 coastline have demonstrated the influence of the sedimentary regime on the variation of its 80 coastline. These works have shown that the Cameroonian coastline has undergone complex 81 patterns of shoreline modification. However, regional-scale sustainable coastal zone 82 management is hampered by a general lack of continuous and accurate historical data on the 83 position of the coastline. It is difficult to study the impact of hydrodynamic forcing on the 84 Cameroonian coastline due to the lack of morphological data. More importantly, the multi-85 scale nature of wave impact: event-driven (impact of storms and waves, and tides); seasonal 86 (seasonal behaviour of the coastline); interannual to decadal trend (difficult to observe due 87 to lack of adequate data) remains almost unknown on this coast. 88 Given the current lack of data and understanding of coastline dynamics on country 89 scale, the aim of this work is to study coastline variations over the last 34 years (1986 to 90 2020) and the role of wave climate in coastal changes in Bonny Bay (Cameroonian coast).
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  The study area is located between Rio-del-Rey (Cameroon) to Campo (Equatorial 94 Guinea) and covers entire Cameroonian coastline in the Bay of Biafra (Fig.1). This coast is 95 characterized by different ecosystems. Ten major rivers flow into the ocean, the most 96 important of which are Ntem, Nyong, Sanaga, Wouri and the Rio del rey. Following Giresse 97 et al.(1996) four subsets (S-E) of the coast were defined (Fig.1), as follows: 98 -Subset 1: Composed of the Rio del rey and Cross river basins bordering the east of the Bakassi 99 peninsula in Cameroon, this complex is considered as an extension of the eastern zone of the 100 Niger delta set up during the Paleocene-Eocene. It contains the largest zone of mangroves 101 (125,259 hectares) in the country (Ajonina, 2010; MINEPDED-RCM, 2017) and a group of 102 islets. The Rio del Rey's estuary is open and shallow, with tidal amplitudes reaching up to 3 103 m. 104 -Sub-group 2 (Idenau to Limbé): This section is characterized by small basalt cliffs separated 105 by small bays with pebble and sand beaches on the volcanic base of Mount Cameroon. 106 -Subset 3 (Cameroon estuary): with an area of 103,817 ha (ONEQUIP, 2009), it constitutes a 107 vast wetland, 30 km long and almost as wide; it is an integral part of the Wouri watershed. 108 The relief is formed by a succession of sedimentary plains. This bay is also bordered by the 109 second largest mangrove area (93,549 hectares) (MINEPDED-RCM, 2017), and is the 110 receptacle of the main rivers of the region (Wouri, Mungo and Dibamba). The average tidal 111 range is 2 m with maximum reaching 3 m in fast flowing waters. (Onguéné et al., 2015).112 -Subset 4 (Kribi-Campo): From the mouth of the Nyong to the Ntem River, this coast is 113 characterized by the presence of sandy beaches, which alternate with rocky headlands, 114 lagoons, mangroves and other coastal vegetation. It contains two protected areas (Douala-115 Edea Wildlife Reserve and Campo-Ma'an National Park). The tidal range is about 1.8 m at Campo, 1.5 m at Kribi and 1.2 m at Petit-Batanga. (Giresseet al., 1996).

Figure 1 :

 1 Figure 1: The coast of Cameroon in Bay of Bonny. The study area extends from the mouth of
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  Mapper), ETM+ (Enhanced Thematic Mapper), OLI (Operational Land Imager), 138 MSI (Multi-spectral instrument); R: red, G: green, B: blue, NIR: near infrared, SWIR: short wave 139 infrared. B1-B12: spectral bands.
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  To calculate and map the overall coastline displacement rate, the Digital Shoreline 160 Analysis System (DSAS) plug-in version 4.3 (Thieler et al., 2009), in ArcMap software, 161 shoreline detection and extraction was performed manually by scanning the visible 162 vegetation line and using 1986 as the baseline, the rates of shoreline change for 1999, 2005, 163 2010, 2013, 2015, 2016, 2017, 2018, and 2020 were calculated. All extracted coastlines were 164 projected to the World Geodetic System UTM 32N reference system (WGS 84). After selecting 165 the 1986 reference line (baseline), the transects were projected from this line at 500 m 166 intervals which intercepted each coastline initially vectorised. The Net Shoreline Motion 167 (NSM) and End Point Rate (EPR) statistics incorporated in DSAS were calculated to estimate 168 the shoreline variation for the entire study period. We also specified for each coastline a 169 global uncertainty value (+/-15 m) which accounts for the positional and measurement 170 uncertainties. 171 2.3. Landsat and Sentinel-2 image extraction and processing with the CoastSat Toolbox In order to obtain a longer and less constraining time series, to study the across-shore 173 variability of the coastline, we used a stack of 425 images retrieved from the Google Earth 174 Engine (GEE) platform via the open-source CoastSat toolkit (Python version 3.6), that 175 allowed us to obtain time series of shoreline position with a horizontal accuracy of 10 m any 176 sandy coastline worldwide (Vos et al., 2019). This algorithm allows to retrieve TOA (Top-of-177 Atmosphere) reflectance images from the GEE archives of Landsat 5/7/8 and Sentinel-2 178 satellites; and subsequently perform pre-processing of multi-spectral images (cloud 179 masking, pan-sharpening, classification) as described in (Vos et al., 2019). Unlike DSAS, the 180 Coastsat toolbox performs an automatic extraction from a single reference line (baseline) 181 digitized by the user. It then generates the line for each of the sub-pixel resolution images 182 (van der Walt et al., 2014). However, the results only become usable after applying a tidal 183 correction (Eq. 2), which is not implemented in the toolbox as it is specific to each area (Vos 184 et al, 2019). The user has the option of choosing a profile in which the time series of the cros-185 shore distance along the user-defined normal coastal transects is generated. 186 2.4 Estimation of errors associated with the position of the coastline 187 To constrain coastline change rates, we estimated four sources of error based on the 188 method of Hapke et al. 2010, i.e. uncertainties associated with georeferencing, digitization, 189 satellite position and tidal water level uncertainty. The mean values for each uncertainty 190 term are presented in Table 2. 191 The error in digitizing the coastline depends on several factors including the quality of the 192 reference data; the accuracy of the digitization (operator application); the expertise of the 193 operator in interpreting the reference data.

  195 estimated by the sum of the mean ( ) of the offsets recorded during the repetition of the 196 digitization and 2 standard deviations (2σ) : 197 -198

276 Figure 2

 2762 Figure 2 Map of spatio-temporal changes showing erosion/accretion evolution. (a)

Figure 3 :

 3 Figure 3: difference in across-shore displacement between in situ and satellite

  coastline variability and wave regime 297 The results of the seasonal analysis of shoreline changes and waves are shown in Figure 298 4. It is noted that the seasonal variation of the shoreline presents two different phases, an 299 accretion phase in winter (September to February) and an erosion phase in summer (March 300 to August). During this later phase, the maximum erosion is reached in June except in C5 301 where the maximum is reached in August (-2 ± 0.32 m). The wave regime is characterized 302 by summer waves with a significant monthly mean height between 1.2 m and 1.7 m 303 respectively in segments C1 and C5. Summer Hs are highest near C5 and lowest at C1 to C2 304 (northern part). It is during periods of high turbulence that significant erosional disturbance 305 of the shoreline is observed. Note that a delay is generally observed between high Hs values 306 and shoreline movement. During the winter (September to February), Hs values are almost 307 below the annual average in all segment. (Fig. 4).

Figure 4 :

 4 Figure 4: Monthly variation in coastline and waves by segment (C1 to C5). Mean values and

Figure 5 .

 5 Figure 5. Interannual coastline and wave variability by segment (C1 to C5). The coastline

Figure 6

 6 Figure 6 Maps of contributions to shoreline change: (a) Spatial mode EOF (mode1: 76.3% of

  scale analyses of changes of the Cameroonian coastline between 1986 and 398 2020 reveals on one hand a complex and segmented spatial configuration in five areas (C1 399 to C5) and on the other hand three temporal phases characterized by a significant fluctuation 400 of the coastline with considerable variability between segments. 401 Estuaries are characterised by often complex dynamics as a result of interactions of 402 river flow, waves, tides and coastal drift (Anthony et al., 2019; Abessolo et al., 2018; Dada et 403 al., 2016). The strong erosion trends during the first period (1986-1994) in segments C1 and 404 C3 are chiefly attributable to the cutting of mangroves amplified by an increase in sea level, 405 and a resulting reduction in absorbtion of wave energy reaching the coast (Onguéné et al., 406 2015).Dada et al (2015) noted that shoreline retreat from the Niger Delta coastline, at a rate 407 of 28 m/year, between 1950 and 1987 were mainly related to negative anomalies in rainfall and river flows due to climate change. In addition, recent studies (e.g.[START_REF] Almar | Response of the Bight of Benin (Gulf of Guinea, West Africa) 527 coastline to anthropogenic and natural forcing, Part1: Wave climate variability and 528 impacts on the longshore sediment transport[END_REF] 
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  [START_REF] Almar | Response of the Bight of Benin (Gulf of Guinea, West Africa) 527 coastline to anthropogenic and natural forcing, Part1: Wave climate variability and 528 impacts on the longshore sediment transport[END_REF] demonstrated that this can be attributed to two distinct and simultaneous 412 processes: first order, the decrease in southwest swells generated by storms at mid-latitudes 413 and, second order, the increasing contribution of secondary swells southeast (which will 414 cause coastal transport to the west, thereby reducing net coastal transport to the east) 415 generated by positive trade anomalies. However, it remains difficult to infer that the same 416 processes affect the Cameroonian coast at the bottom of the bay of Bonny. 417 The overall coastline displacement rate shows strong variations at the estuaries 418 entrances (C1 and C3), as might be expected. A source of error could be due to the acquisition 419 time of image-derived estuarine shorelines as the position of the sandbank depends on the 420 seasonal variability of river runoff and oceanic forcings (Onguéné, 2015). However, 421 cameroonian estuaries are characterized by the high flows of the Rio del rey rivers (C1), the 422 Wouri estuary, one of the largest in the sub-region (C3 and C4), and the Sanaga river (Fig 2).

427of

  Cape Cameroon (C3) corresponds to the current flowing out of the estuary. Major port 428 works or protection works, located on a coast affected by a predominantly coastal transit, 429 also disturb the balance of sediment transport, by blocking the materials on the "fed" face of 430 the structures, they cause erosion under the "undernourished" face. 431 Segments C2 and C4 (Limbé and Pointe de Souleyba) are characterized by moderate to 432 significant accretion rates of 2.4 m/year and 18.5 m/year, dominated by natural shoreline 433 modification patterns, such as the Souleyba spit (C4) which is relatively recent feature. observed at Souleyba (C4).. It is interesting to note that even if C4 integrates the shore 437 opposite to C3 in the mouth of the Wouri River, this side of the estuary corresponds to the 438 main source of sand supply from the shore in the estuary: the advance estimated at 69 439 m/year in this sector was observed in the period 2010-2019 (Figure 3) and corresponds to 440 a convergence of sediments eroded on the southwestern part of Manoka Island and those 441 sourced from the ocean. The rate of change of coastline displacement remains relatively 442 stable in section C2, as the lithological nature is characterized by the presence of cohesive 443 sediments and rocky coasts as well as a coast dominated by the presence of mangroves and 444 vegetation that absorb wave energy, which are otherwise very low in density in this segment. 445 In the southern part C5, an abrupt change in dynamics is observed as of late 2012, likely 446 due to the construction of a 1.5 km offshore oriented dike at the port of Kribi (30 km to the 447 south of Kribi) in late 2012. The amount of sediment bypassing the dike may not sufficient 448 to balance the high transport potential in this area (Fig. 2a, b). A number of quarries for 449 extracting beach sand for construction purposes are located in the area, from which a volume 450 of more than 45,000 m3/year of sediment is extracted over the entire Kribi coastal strip 451 (MINEPDED, 2017). The distance from the baseline (reference shoreline) shows fluctuating 452 displacements ± 10 m, especially between 2005 and 2020 (Fig. 2a). Such an alteration (with 453 human intervention) of the balance between sediment input and coastal erosion leads to a 454

( 0 .

 0 0017 to 0.003 m/year; Figure5) found in the present study, particularly between 2005 459 and 2020, are in line with the results of many studies carried out in the Gulf of Guinea sub-460 region. Several ocean wave studies have reported an increase in Hs in the North Atlantic 461
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  Bertin et al. (2013) observed an increase in Hs over the entire North Atlantic Ocean based 463 on numerical analysis of retrospective winds (1900 to 2008), reaching 0.01 m/yr and 464 gradually decreasing to less than 0.005 m/yr in the southern North Atlantic. The results 465 obtained by Dada et al, 2016 in the coast of the Niger Delta (upper limit of Bonny Bay), are 466 slightly larger but of the same order of magnitude as that obtained in our study. This could 467 be explained by the fact that the work of Dada et al. 2016 was calculated over a much longer 468 period (last 110 years) with a maximum increase in Hs of 0.0054 m/year. The seasonal 469 rhythm of the coastline indicates a period of erosion corresponding to the passage of the 470 ITCZ over the equatorial zone characterized by heavy rainfall. During this period of heavy 471 agitation (May to September), wave heights increase and the coast undergoes significant 472 disturbance. Almar et al. in 2015 demonstrated that the equatorial fluctuation of the 473 Intertropical Convergence Zone (ITCZ) explains most of the variability in wave-induced 474 transport but also the predominant influence of the Southern Annular Mode (SAM) on wave-475 induced transport. 476 The results of the analysis of EOF variability patterns of spatial-temporal shoreline 477 changes show two modes. The first represents the relatively marked local influence of 478 natural dynamics such as waves, drift currents and river flows at C1 (Rio del rey), C2 and C3 479 Wouri estuary) and along the coasts with the presence of coastal infrastructures, such as at 480 C5 (Fig 6a). The second mode represents larger scale changes. These results mainly show 481 that the changes on this coast are due to several factors, and that the wave regime acts in 482 combination with several other factors at the local and regional level.

  the coastline based on a 34-year time series (1986 to 2020) of satellite 485 image data (Earth Explorer and GEE) and the Era-interim re-analysed wave data improved 486 the understanding of coastline variability and local and regional wave climate in the study 487 area. The shoreline change analysis undertaken here reveals a permanent and localized 488 erosive trend on two segments (C1 and C3) over the 402 km along the Cameroonian coast. 489 Nevertheless, a seasonal signal on coastline variability is evident, corroborated by the strong 490 interannual variability in local and regional wave climate. The EOF analysis has highlighted 491 two modes of variability representing respectively the local spatiotemporal scale influence 492 mode 1, but also a larger scale influence mode 2. While this study suggets that shoreline 493 changes are strongly related to local and regional wave climate variability, it is important to 494 note that shoreline stability is also strongly dependent on a constant supply of sediments, 495 and other processes such as: variability of river flows in drift currents, and anthropogenic 496 effects, may act in combination with changes in wave regime and resulting coastal transport 497 to influence shoreline changes along the Cameroonian coast. French Embassy in Cameroon within the framework of a research mobility grant awarded to 501 Njutapvoui Nourdi, as part of a co-supervision agreement between the University of Douala 502 (UDo_EDSFA) and the University Paris Est Marne la Vallée. We used data provided though 503 the ECMWF ERA Interim dataset (www.ECMWF.Int/research/Era), Landsat images 504 downloaded from earthexplorer.usgs.gov, Google Earth Engine (GEE) and Sentinel images 505 from the ESA Copernicus program (https://scihub.copernicus.eu/dhus/).
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Table 1 :

 1 Orbiting on the same sun-synchronous trajectory, but with a phase shift of 180° with respect 132 to each other. The revisit time is 10 days for each satellite (Tab. 1), which corresponds to 5 133 days for the couple S-2A and S2-B. A summary of the different characteristics of the images Summary of the satellite images used in this study.

	124	2.2 Landsat and Sentinel-2 Image Extraction and Processing Under DSAS
	125	We extracted a set of 10 images with less than 10% cloud cover (a common problem in
	126	the tropics), i.e. 7 images from Landsat 5/7/8 missions downloaded from
	127	earthexplorer.usgs.gov and 3 images from the Sentinel 2A/2B satellites downloaded from
	128	the Copernicus platform (https://scihub.copernicus.eu/dhus/) of the ESA (European Space
	129	Agency). All Landsat satellites are orbiting at an altitude of 705 km with a swath of 185 km
	130	/ 185 km (Fernand, 2002). The "Sentinel-2" constellation, on the other hand, consists of two

131 135

Table 3

 3 

	281	shows small changes (between 0.43 and 0.65 m/year) in the Kribi (C5) and
		Limbé (C2) segment. Significant and very localised changes are observed with an erosion of
	283	

282

-11 to -6 m/year respectively in C1 and C3. Section (see above on section, part, segment….) 285

Table 3 :

 3 Area change and overall observed displacement rate by area of interest

	286					
			Kribi	Suleybar pic	Cap Cameroon	Limbe	Rio del rey
			(C5)	(C4)	(C3)	(C2)	(C1)
	Surface (km²)	11.5	8.21	6.4	8.24	25.87
	Deplacement rate	0.65 ± 0.04	5.87 ± 0.78	-6.05 ± 1.43	0.43 ± 0.05	-11.601 ±
	(m/yr)					4.02
	Observation (1986-	Stable	strong accretion	erosion	weak	strong
	2020)				accretion	erosion
	287					
	288	3.2 Validation of coastline positions derived from satellite imagery with in-situ
	289	measurements				

6b). This observation is even more evident on 10-year time scales (Fig.6b). Fig.6bshows
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dynamics during the first period (1986)(1987)(1988)(1989)(1990)(1991)(1992)(1993)(1994), with a correlation coefficient r = 0.5 in 353 segments C1 to C4. While between 2005 and 2020, the wave regime could be responsible for 354 the erosion observed at C3 (r = -0.65). Overall, these results indicate that waves do not fully 355 explain the high variability along the coastline. However, the involvement of waves makes it 356 possible to understand more than 40% of the coastline dynamics in certain segments. An analysis of localized variability shows a dis-proportionality from one area to another.
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Taking into account the local characteristics (nature of the coastal substrate) allows to 362 highlight the influence of waves on the morphological configuration of the coasts (Fig. 6a).

363

However, the trend is reversed when we move to large time scales from 2012 onwards (Fig. in accretion from south to north over the study period (Fig. 6b), highlighting the influence of 391 regional-scale waves on coastline dynamics.
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